#550
EZ-SEAL
EMERGENCY LEAK STOPPER

PRODUCT DESCRIPTION

Lucas #550 is a fast and effective product for
temporarily stopping leaks in all types of low-slope
roofs. Manufactured from gel forming bentonite clay,
#550 forms a watertight barrier when exposed to
water. Ideal for stopping leaks during rainstorms, in
ponding areas or in winter when there is snow on the
roof. Formed into free-flowing micro-pellets, Lucas
#550 pours easily from the spout on its’ reusable
waterproof plastic container. The small pellet size
exposes a greater surface area resulting in a faster
gel and water stopping seal.

APPLICATION

Remove the cap from the lid of the pail and pull the
spout to extend it fully prior to unscrewing the cap.
To seal a leak, pour the #550 over the suspected
leak area 1/2 to 1 inch thick. When using as a
barrier, pour in a circle around the area to be
repaired as needed to block the flow of water.
Remove water from inside of the circle with a wet-
vac. Dry the surface and repair as necessary. #550
may also be used as a night seal. Pour onto the
exposed edge of the roof to prevent moisture entry
from heavy dew or unexpected rain. Sweep off and
resume work when desired.

Alternate application. Lucas #550 is an excellent all-
purpose absorbent. Use to contain and absorb spills
of fuel, oils, coatings etc.

Clean Up: Soap and water.
Shelf Life: Indefinite.

CAUTION! Avoid breathing dust. A dust mask is
recommended. If swallowed, do not induce vomiting.
Keep out of reach of children. Do not take internally.
If swallowed, do not induce vomiting. Contact
medical personnel immediately. Read SDS prior to
use. For professional use only. Emergency phone
number 1-800-424-9300.
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#550 SPECIFICATION

Viscosity ASTM D 2196 NA

Solids by Weight ASTM D 1644 | 100%

Solids by Volume ASTM D 2697 100%

Flash Point ASTM D 56 NA

VOC EPA 24 0 g/l

Container Sizes: 30 |b (3.5 gallon)
Colors: Gray

TO THE EXTENT ALLOWED BY LOCAL LAW,
EXCEPT AS SET FORTH BELOW, SELLER
MAKES NO WARRANTY OF
MERCHANTABILITY OR FITNESS FOR ANY
PARTICULAR PURPOSE WITH RESPECT TO
THE GOODS HEREIN SOLD. THERE ARE NO
OTHER WARRANTIES OF ANY KIND EXPRESS
OR IMPLIED BEYOND THE TERMS SET FORTH
ON THE FACE HEREOF. NO EMPLOYEE OR
AGENT OF SELLER IS AUTHORIZED TO
ALTER THE TERMS HEREOF.

Seller warrants that this product shall be free of
any defect in material or workmanship under
normal use for a period of ONE YEAR from the
date of purchase. This warranty does not extend
to any defect or failure caused by misuse and/or
incorrect application. LIMITATION OF LIABILITY:
In the event of a defect or failure falling under this
warranty, Buyers sole remedy shall be refund of
the purchase price or replacement of the defective
material, at Seller's option. Under no
circumstances shall Seller be liable for any losses
or damages caused by this product, whether
direct, indirect, special, incidental or
consequential damages, whether based on
contract, tort (including negligence) or any other
legal theory.

NOTE: Some or all of the foregoing may not apply
or may be invalid under the laws applicable to
Buyer’'s purchase or claim. Consult local law to
determine the applicability of any of the foregoing
in the event of any defect or failure of this product.

6-2018




